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Engine Noisemaker , (K8L) 
From July 2017 
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Wiring Diagram 
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Data Bus on Board Diagnostic Interface, Engine Sound 
Generator Control Module, Engine Sound Generator 
Actuator 1, Powertrain CAN Bus Low Wire Junction 


Data Bus on Board Diagnostic Interface 
Engine Sound Generator Control Module 
Engine Sound Generator Actuator 1 

Fuse Panel F 

Fuse Panel 4 

Fuse 6 (On Fuse Panel F) 

2-Pin Connector, Black 

12-Pin Connector, Black 

32-Pin Connector, Black, Naturally Cloudy 
46-Pin Connector 

Powertrain CAN Bus High Wire Junction, On the Relay and Fuse 
Panel in the Luggage Compartment, Right 
Powertrain CAN Bus Low Wire Junction 


) Ground Connection in Luggage Compartment, Right 

) Ground Connection 34 (in Main Wiring Harness) 

j Ground Connection 37 (in Main Wiring Harness) 

j Positive Connection 15 (15a) (in Main Wiring Harness) 

) Powertrain CAN Bus High Connection 1 (in Main Wiring Harness) 


) Powertrain CAN Bus Low Connection 1 (in Main Wiring Harness) 


Refer to Applicable Wiring Diagram for Fuse Positions 


07.2017 


